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4.0 REFERENCES 

4.1 SOURCE REFERENCES 

The following is a list of references reviewed prior to the writing of this procedure: 

A Compendium of Superfund Field Operations Methods. EPA/540/P-87/001. December 1987. 

Soil Sample Collection--Surface. Colorado Department of Health Radiation Counting Facility, 

Operating Procedure. July 1, 1989. 

Klute, A., Ed. “Methods of Soil Analysis, Part 1, Agronomy 9”. Soil Science Society of America, 

1986. 
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Reference stakes or reference lines between stakes will be used to help measure the pit dimensions 

and stratigraphy. In small excavations, if the stratigraphy is consistent around the periphery of the 

pit or on both sides of a trench, a borehole log may be sufficient to document the conditions. 

However, if relatively complex conditions are exposed, or if the excavation is of a large scale, it is 

necessary to create a "map" of the exposed surface. This map is to be drawn to scale and will 

include all  of the information required by this SOP. Locations and depths recorded on the map are 

to be measured from fixed positions which have been surveyed. Depths will be measured by 

extending a tape measure vertically into the trench or excavation. In cases where the walls of the 

excavation are not vertical, the depth measurements will need to be corrected to true vertical. 

Any visual signs of contamination will also be noted in the map and/or on the log. The map will 

include a plan view showing the pit orientation with a north arrow and will indicate the side(s) that 

is mapped. 

For the RFP site-wide SSP, soil profiles in the test pits will be described and logged using Soil 

Conservation Service (Sa) protocols. These protocols will be implemented by a qualified 

professional using Appendix GT.7A. 

~ 

Sampling 

Prior to sampling, the surface to be sampled (bottom or side) will be peeled with a stainless steel 

instrument to expose an undisturbed surface. Peeling will remove material possibly cross- 

contaminated during the excavation process by materials from other depths within the pit. If the 

trench or pit sides are sampled, peeling will start at the top and proceed downward and then 
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sampling will start at the bottom and progress upward. Alternatively, each sample location may be 

individually peeled immediately prior to obtaining the sample. 

After peeling, sampling will be conducted by driving stainless steel thin-walled (Shelby) tubes, or 

by using a stainless steel spoon or scoop, to remove soils from the pit and then placing them in a 

container. In general, sample containers will be consistent with those described in SOP FO.13, 

Containerization, Preserving, Handling, and Shipping of amples. However, Volatile 

Organic Analysis (VOA) samples may be obtained in stainless steel drive tubes and then 

immediately capped with Teflon@-lined plastic caps sealed with electrical tape. 

Samples obtained for geotechnical purposes only (i.e., sieve analysis, hydrometer analysis, moisture 

density, and Atterberg limits) may not need the same rigorous specifications regarding sampling 

equipment and sample containers. All sample containers will be labeled immediately with the 

following information: 

0 

0 Sample number 

0 Analysis to be performed 
0 Depth 

0 Date 

0 $ 1  
Q 

For the RFP site-wide SSP, a rectangular-shaped wooden board will be placed on the ground 

surface and the lip of the pit above the pit face to be sampled. The depth below the surface for 

sample intervals will be measured from the base of the board. 

2 

For the RFP site-wide SSP, soil samples will be collected for each sampling interval from the 

bottom of the pit face to the top. Soil material will be collected from each interval by exposing 
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